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NOTES CONT'Ds m
7. ELECTRIC POWER: 12 VIC, 140 VATTS (MAX> b
OR 28 VDC, 240 WATTS (NAX) 7
8. BLOWER WEIGHT! 4.0 LBS. MAX
9. SCROLL MATERIAL: KYDEX 100

MOUNTING PROVISIONS AS SHOWN. OTHERS MAY BE
PROVIDED PER CUSTOMER REQUIREMENTS.

%n—u_un_wu._.m INDICATES THAT THE MOTOR IS MOUNTED ON

THE OPPOSITE SIDE

A2\ SINGLE SPEED DNLY ~ HI SPEED.

GROUND AND POSITIVE LEADS TO BE BLACK.

A3\ SINGLE SPEED ONLY - HI SPEED
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AIR FLOW

LEADS: 120 MIN
RED LO SPEED
ORANGE' HI SPEED
WHITE: GROUND

S

4

/ .

/ 2

200 250

AIR DELIVERY ~ CFM

PERFORMANCE CURVE

NO. 8 SHEET METAL SCREW
TYPE A, 4 SCREWS EQUALLY
SPACED ON 24.450 B.C.

MAY BE USED FOR MOUNTING

CURRENT ~ AMPS
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OR DUCT ATTACHMENT

DATE | APPD

6-9-00 | DS.

-12 SEE_SHT. 4 28 VIC [
-10 SEE_SHT. 3 28 VIC [
-8 SEE SHT. 3 N 28 VIC ccw
- SEE_SHT. 3 /D 28 VIC ccw
-5 SEE_SHT. 2 28 VIC [
-4 SEE_SHT. 2 12 VIC [
-3 SEE SHT. 2 12 VIC cv
2 SHOWN 28 VIC ccw
-1 SHOWN 28 VIC [
an MATERIAL MATL SPEC FINSH FINISH SPEC
OF MATERIALS
[ smones ] AERM SPACE CONTRILS CORPIRATIIN
R__B. CLARK VICHITA, KANSAS
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